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X5-DDC Femto   

SpecifiCation 
Front ( ) 

 

1. POWER & INPUT( ) 

- USB :  PCM 32BIT/384Khz , DSD 512 

- MQA  Full Dicoding 

2.  USB Type  INPUT ( ) :  USB  A. B. Mini 5pin 

- “B” Type : PC  

- “A” Type : PC2  Alppe OS(  ) 

- “Mini” Type : PC3  Android (  OS) 
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3. MQA LED 

- Purple  

- Green.  

- Bule. 

4. Input Sample rete LED Lights 

- 44.1 / 48Khz : RED  

- 88.2 / 96Khz : Green 

- 172.4 / 192Khz : Blue 

- 354.8 / 384Khz : Purple 

- DSD  : Orang 

5.  Clock Generator 

- x1 : Reclocks the inserted sample rate and outputs it. 

  Reclocking   .(96Khz  ) 

- PCM  : Outputs input Sample rate optimized to PCM. 

      PCM   .   

- DSD  :  Outputs input Sample rate optimized to DSD. 

      DSD   .   

 

 



4  

 

 

Rear( ) 

 

6. i2s( HDMI Connector) : Output .(  PCM 32BIT / 384Khz, DSD 256) 

7. OPT/COAX ( COMBO) : Output .(  PCM 24BI / 192Khz) 

8. USB  :  “A”  Type. 

9. OPT Input . (  PCM 24BIT /192Khz) 

10. USB  :  “Mini 5pin”  Type. 

11. USB  :  “B”  Type. 

12. DC    : DC12V 2A~ 

-  5.5mm,  2.1mm 
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CASE Size  

-  107 mm ( ) X 170 mm ( ) X 60mm ( ) 

Remark 

- x1  96Khz      . 

- OPT or COAX  Combo  .(OPT   &   ) 

 

  

- 12V 2A . 

- USB2.0  B to A .(1M) 

- OTG  Mini 5pin to Micro 5pin(400mm) 

- OTG (Micro 5pin ⇒ USB  C) 

- OPT  (  ⇒ ) 
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X5 DDC Femto 

1. DAC AKM4497EQ 

2. MQA    (Xmos Xu-216) 

3. / (  COMBO Jack) MQA   :   24BIT / 192Khz 

4. I2s (HDMI ) MQA  :   32BIT / 384,  

- DSD 64, 128, 256  

5.  2   Femto Clock( 22.5792 Mhz, 24.576 Mhz) 

6. RTOS  

7. Clock Generator (Jitter Free) 

8. SPDIF ,    Isolate 

9. PCM → DSD, DSD→ PCM  

 

 

 

 

 

 

 




